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FLIGHT CASES 43

Sturdy flight case to house 16 
microphones
• Provided with comfortable 

par tit ion and removable 
internal stuffing

• Engineered in 6 mm plywood
• Laminated plastic covering
• Aluminium draw pieces,steel 

handles, butterfly lockers
• Inner shaped stuffing in order 

to secure the contents
• M e a s u r e s  ( W x H x D ) : 

480x270x280 mm

Sturdy flight case to house 
12 microphones
• Provided with partition and 

removable internal stuffing
• E n g i n e e r e d  i n  6  m m 

plywood
• Laminated plastic covering
• Aluminium draw pieces, 

steel handles, butter fly 
lockers

• Inner shaped stuffing in 
order to secure contents

• M e a s u r e s  ( W x H x D ) : 
420x270x210 mm

Sturdy flight case to house 
24 microphones
• Provided with comfortable 

partition and removable 
internal stuffing

• E n g i n e e r e d  i n  6  m m 
plywood

• Laminated plastic covering, 
embossed finish, black 
inner painted

• Aluminium draw pieces, 
steel handles, butterfly 
lockers

• Ethafoam inner shaped 
stuffing in order to secure 
the contents

• M e a s u r e s  ( W x H x D ) : 
540x270x280 mm

Sturdy custom flight case to 
house PROAUDIO LD/LDST 
stage boxes.
• Engineered in 9 mm plywood
• Laminated plastic covering, 

inner stuffing
• Aluminium draw pieces, steel 

handles, butterfly lockers
• Skate in plywood with 4 

swivel casters of which two 
with brakes

• D i m e n s i o n s  ( W x H x D ) : 
710x610x520 mm
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RK2PWR

10846

42046

43046

1 rack unit panel1 rack unit panel
• 5 holes for unipolar connectors.
• Colour: black

19” RACK PANELS / MODULES44

1 rack unit ventilation panel.
• 16 holes for 6.3 mm jack plugs.
• Colour: black

1/2 rack unit blind panel.
• Colour: black

4 rack units ventilation panel.
• Holes and splits for three 120x120 mm fans.
• Colour: black

1 rack unit ventilation panel.
• Color: black.

3U/19’’ rack panel
• designed for 6 DIN modules
• DIN bar included

2 standard rack units pre-bored panel
• DIN bar (included) for switches assembling and sockets up 

to on DIN bar
• Up to 23 modules mounting capability

4 standard rack units pre-bored panel
• Removable front panel for an easy inspection
• DIN bar for magneto-thermic switches assembling
• Up to 24 modules mounting capability

RPX4

RPX6

RPX12

RPX48

RPX16

RPX32

RPX8

Code Units Holes
RPX4 1 4
RPX6 1 6
RPX8 1 8

RPX12 1 12
RPX16 1 16
RPX32 2 32
RPX48 3 48

RPJ8
RPJ16

RP05 
series

RPH1
RPH2

RPF43

Code Units/cm
RP05 1/2 / 2.225

RP1 1 / 4.45
RP2 2 / 8.9
RP3 3 / 13.35
RP4 4 / 17.8
RP5 5 / 22.25
RP6 6 / 26.7

973006

972023

974024


