
LIGHT SOURCE IP RATINGBEAM ANGLE CONNECTIVITY

ARCFLOOD40

ARCFLOOD40WW

Variants

ARCFLOOD40CW

ARCFLOOD40 is a LED luminaire conceived for architectural lighting projects 
of building facades and accent lighting, thanks to its high luminous output 
and versatility allowed by the design of the external structure. The light-source 
employs 40 high power 3W CREE LED, granting astonishing performance 
even for long-throw projection, representing a green replacement to the 
traditional discharge lamp outdoor projectors. ARCFLOOD40 has been 
designed with the innovative screw-less design for the frontal panel, which 
allows an IP66 protection rate for outdoor lighting projects.
The wide range of accessory optics allows passing from a 6° narrow beam 
to 55° flood diffusion, providing the lighting designer with an indispensable 
tool for his projects.

• 40x3W CREE LEDs
• Beam angle 12°
• IP 66 for outdoor events

TECHNICAL SPECIFICATIONS FEATURES

LIGHT SOURCE
• Source: 40x3W CREE LEDs
• Luminous flux: CW @full 4300 lm - 

WW @full 3200lm
• Lux: 12° @full CW 17277 lux - WW 

12703lux

OPTICS
• Beam angle: 12°
• Additional optics: 6° - 30° - 55° 

optional

COLOUR SYSTEM
• Colour wheel: virtual colour wheel 

with presets

CONTROL
• Protocols: DMX512

ELECTRICAL
• Power consumption (at 230V): 

115W

PHYSICAL
• Signal connection: IP connectors
• Power connection: IP connector
• IP rating: 66 for outdoor events
• Dimensions (WxHxD): 

370x307x81mm
• Weight: 8.5kg

12° (6°-30°-55° 
optional)

40x3W 
CREE LEDs DMX512 66 for outdoor 

events

40 x 3W outdoor compact LED source
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LIGHT SOURCE IP RATINGBEAM ANGLE CONNECTIVITY

ARCLINEA36TRI

• 12x3W CREE RGB/FC LEDs
• Beam angle: 20°
• IP rating: 67 for outdoor events

TECHNICAL SPECIFICATIONS FEATURES

LIGHT SOURCE
• Source: 12x3W CREE RGB/FC 

LEDs
• Luminous flux: @full 384.4lm
• Lux: 20° @full 1811lux @2m

OPTICS
• Beam angle: 20°
• Lens type: 

COLOUR SYSTEM
• Colour mixing: CREE RGB/FC
• Colour wheel: virtual colour wheel 

with presets

CONTROL
• Protocols: DMX512

ELECTRICAL
• Power consumption (at 230V): 

43W

PHYSICAL
• Signal connection: IP connectors
• Power connection: IP connector
• IP rating: 67 for outdoor events
• Dimensions (WxHxD): 

660x145x120mm
• Weight: 3.5kg

20°12x3W CREE 
RGB/FC LEDs DMX512 67 for outdoor 

events

ARCLINEA36 is a linear wall washer employing 12x3W LED. The internal IP 67 
protection rate allows this projector to be used for outdoor performance, for 
in-ground and wall recessed lighting projects.

12 x 3W outdoor compact LED source
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