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PINSPOTDY
Daylight White LED source

Variants

PINSPOT
13W professional LED PINSPOT

PINSPOT LED is a true LED replacement for a traditional PINSPOT. Featuring 
both the beam and output characteristics of the original, the PINSPOT is able 
to be used in all the same applications.

TECHNICAL SPECIFICATIONS

Tungsten White LED source
PINSPOTTU

13W high-power 
white LEDs 6° Local manual 

knob dimmer 30

ELECTRONICS
 ▪ Dimmer: linear 0~100%, manual knob dimmer

ELECTRICAL
 ▪ Power consumption (at 230V): 18,9W

PHYSICAL
 ▪ Power connection: moulded IP power IN connector
 ▪ IP rating: 30
 ▪ Dimensions (WxHxD): 209x167x238mm
 ▪ Weight: 1.8kg

LIGHT SOURCE
 ▪ Source: 13W high-power white LED
 ▪ CT: (TU) 2900 K - (DY) 6100K
 ▪ CRI: TU 90 - DY 80
 ▪ Luminous flux: TU 755 lm - DY 978lm
 ▪ Lux: TU 5030 lux - DY 6320lux @3m

OPTICS
 ▪ Beam angle: 6°
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LUMIPAR18QTOUR
18 X 10W tour proof high power RGBW full colour PAR LED

LUMIPAR18QTOUR is a super-slim PAR LED for professional use, designed 
to be a powerful wash light in rental/touring applications. The high-efficiency 
RGBW/FC LED light source, the ultra-thin design and absence of fans make 
LUMIPAR18QTOUR a big innovation compared to traditional PAR CANS, 
offering higher versatility, easy setup and reduced carrying volume.

LIGHT SOURCE
 ▪ Source: 18x10W RGBW LEDs
 ▪ CT: Tunable 2800K-8000K
 ▪ Luminous flux: 4815lm
 ▪ Lux: 3107lux @3m full

OPTICS
 ▪ Beam angle: 25°
 ▪ Lens diameter: 45mm
 ▪ Additional optics: 15° (opt) - 45° (opt)

COLOUR SYSTEM
 ▪ Colour mixing: RGBW/FC
 ▪ Colour wheel: virtual colour wheel with presets

CONTROL
 ▪ Protocols: DMX512
 ▪ DMX channels: 4 / 6 / 10channel

TECHNICAL SPECIFICATIONS

ELECTRONICS
 ▪ Dimmer: linear 0~100% electronic dimmer
 ▪ Dimmer curves: 4 different dimming curves available
 ▪ Strobe / shutter: 1-25 Hz, electronic
 ▪ Selectable PWM: 600~25K Hz

ELECTRICAL
 ▪ Power consumption (at 230V): 161W
 ▪ Output (at 230V): 15 units on a single power line

PHYSICAL
 ▪ Signal connection: XLR 3p+5p IN/OUT connectors
 ▪ Power connection: Neutrik powerCON IN/OUT connectors
 ▪ IP rating: 30
 ▪ Dimensions (WxHxD): 349x280x278mm
 ▪ Weight: 5.66kg

18x10W 
RGBW LEDs 25° DMX512 30


